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MEASURENEBT OF UPPER ATMOSPHERE HELIUM PROFILE 

A. E. Barrington 

SUMMBBY 

The present  r e p o r t  descr ibes  work performed during a period of 
four  months t o  upgrade a tandem mass spectrometer, designed o r i g i n a l l y  
f o r  an Aerobee helium experiment, to  measure t h e  helium and hydrogen 
p r o f i l e s  between 125 and 1500 kilometers wi th  a J a v e l i n  rocket.  Sev- 
eral e l e c t r i c a l  and mechanical components required only minor modifi- 
c a t i o n s ;  however, t o  f a c i l i t a t e  a meaningful hydrogen measurement, an 
u l t r a -h igh  vacuum bakeable s t a i n l e s s - s t e e l  analyzer w a s  designed, 
f a b r i c a t e d  and t e s t ed .  Because of t he  l imi t ed  t i m e  ava i l ab le ,  t h e  
tests w e r e  confined t o  an unbaked vacuum system. 

I n  order  t o  measure t h e  helium and hydrogen number d e n s i t i e s ,  
p red ic ted  by theory as out l ined  i n  Appendix A, a minimum de tec t ab le  
s i g n a l  c a p a b i l i t y  of 10-l2A a t  the m u l t i p l i e r  output is des i rab le .  
Although the o r i g i n a l  m u l t i p l i e r  had adequate ga in  and a dark cur -  
r e n t  w e l l  below t h i s  value,  it w a s  mechanically incompatible wi th  
J a v e l i n  spec i f i ca t ions .  Two comnercial ruggedized m u l t i p l i e r s  w e r e  
i nves t iga t ed  - one i n  a sealed-off envelope, t he  o ther  incorporated 
i n  t h e  new s t a i n l e s s - s t e e l  mass spectrometer. This new mass spec t ro-  
meter has adequate r e s o l u t i o n  and s e n s i t i v i t y  f o r  t h e  proposed measure- 
ments. However, a f i rm choice of the m u l t i p l i e r  w i l l  have t o  a w a i t  
tests under u l t ra -h igh  vacuum conditions following adequate bake-out 
and o i l - f r e e  pumping. 
this ob jec t ive  form the  concluding s e c t i o n  of t he  r epor t .  

Recomnendations regarding t h e  attainment of 

wq 

INTRODUCTION 

Two helium tandem mass spectrometers, designed by G. Sauermann 
and R. F. K. Herzog f o r  an Aerobee f l i g h t  over t h e  a l t i t u d e  range from 
100 t o  200 kilometers,  were constructed by the  GCA Corporation i n  1961 
under Contract No. NAs5-270 (Figure 1). Details of these  instruments 
w e r e  documented i n  GCA Report 61-8-I?. A meaningful helium measurement 
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a t  these  a l t i t u d e s  r equ i r e s  a mass spectrometer wi th  a s e n s i t i v i t y  
of b e t t e r  than 5 p a r t s  per m i l l i o n  of helium i n  a i r  a t  an ambient 
a i r  pressure  as f fgh  as lo-' Torr down t o  a helium p a r t i a l  pressure 
of less than  10- Tor r .  

According t o  t h e  performance t e s t s  described i n  the above OCA 
r e p o r t ,  t h e  helium s e n s i t i v i t y  of the tandem mass spectrometers was 
80A/Torr; s ince  t h e  minimum detec tab le  m u l t i p l i e r  output cu r ren t  w a s  

mately 10-12 Torr, e n t i r e l y  adequate f o r  t he  proposed appl ica t ion .  
10-10,4, the m_iniE.!!m detectable helilmr prt ia l ,  pres&?lre v3s zpproxi- 

The present i nves t iga t ion  w a s  undertaken i n  order t o  determine 
t h e  f e a s i b i l i t y  of u t i l i z i n g  the  helium tandem mass spectrometers 
f o r  a measurement of both t h e  helium and hydrogen p r o f i l e s  over a 
considerably wider range of a l t i t u d e s  wi th  a J a v e l i n  rocket.  

The scope of work t o  be performed w a s  as follows: 

(1) Examine and test a l l  subassemblies of t he  two tandem helium 
m a s s  spectrometers. Provided these are i n  working order,  examine and 
test  one set of subassemblies t o  determine t h e i r  performance capa- 
b i l i t y  f o r  a J a v e l i n  payload; 

(2) Examine t h e o r e t i c a l l y  and experimental ly  the  problem areas  
a s soc ia t ed  wi th  using these heliummass spectrometers t o  measure t h e  
atmospheric helium concent ra t ion  from a J a v e l i n  rocket over the a l t i -  
tude range from 125 kilometers t o  approximately 1500 kilometers;  

(3) Determine the  f e a s i b i l i t y  of using these  spectrometers t o  
a l t e r n a t e l y  measure both the atmospheric helium and hydrogen concen- 
tr a t  i on  ; 

(4) Modify one spectrometer so t h a t  t he  instrument i s  repea ted ly  
bakeable (approximately 10 times) to 4OO0C f o r  a dura t ion  of 8 hours 
each t i m e .  This t o  include among other things: 

(i) 
(ii) Mounting t o  t h e  spectrometer a Johnston Laboratory 

Fabr i ca t ion  of a s t a i n l e s s  steel envelope. 

bakeable e l e c t r o n  mul t ip l i e r .  

(5) The modified instrument to have the  c a p a b i l i t y  of measuring 
m / e  of 2, r equ i r ing  among o ther  things modif icat ion of the system 
e l e c t r o n i c s .  
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(6) Deliverable end items: 

(i) The tested but unmodified mass spectrometer system. 
(ii) The modified and vacuum-tested mass spectrometer system. 
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COMPATIBILITY OF TATWE34 MASS SPECTROMETERS 
WITH J A V n  I N  SPECIF ICATIOMS 

Elec t ronic  Subas s embl i e  s 

Before any v i b r a t i o n  t e s t i n g  of t he  e x i s t i n g  instruments w a s  -.... yz'fG3ed, t& Cnlln. .74. . -  I V I I V I I ~  uu"aaoL-*l€s "..L..r."n-Ll* were exmfri€d: 

(1) High and Low Voltage Power Supplies: 

One power supply m e t  a l l  o r ig ina l  spec i f i ca t ions .  The 
o ther  required replacement of a reference prec is ion  Zener diode. 

(2) Electrometer Amplifiers: 

These w e r e  t e s t e d  regarding d r i f t  and noise  l e v e l  and m e t  
t he  o r i g i n a l  spec i f i ca t ions .  

The thermally-controlled voltage regula tor ,  considered a c r i t i c a l  
component under high acce le ra t ion  and v i b r a t i o n  w a s  then t e s t e d  up t o  
56 g. I ts  performance w a s  not impaired by t h e  test. Both High and 
Low Voltage Power Supplies were again t e s t e d  wi th  the  thermal regu- 
l a t o r  and m e t  the  o r i g i n a l  spec i f ica t ions .  

As regards the  electrometer  amplif iers ,  t h e i r  compat ib i l i ty  with 
J a v e l i n  spec i f i ca t ions  was considered questionable.  
because of the  higher a l t i t u d e  of the J a v e l i n  f l i g h t ,  t h e i r  range was 
marginal. 
meters w i l l  be found a t  the  conclusion of t h i s  repor t .  

Furthermore, 

Recommendations regarding the  use of compatible e l e c t r o -  

Mechanical Subassemblies 

(1) Ion Source 

The f l e x i b l e  leads  joining t h e  feedthroughs t o  the  e lec t rodes  
w e r e  replaced by r i g i d  connections and in su la t ing  spacers  were in-  
s e r t e d  i n  the feedthrough openings t o  minimize v ib ra t ion .  
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The ion source w a s  t e s t e d  p r i o r  t o  and following acce lera-  
t i o n  and v ib ra t ion  t e s t s  and performed s a t i s f a c t o r i l y .  

(2) The e x i s t i n g  twenty-stage e l e c t r o n  m u l t i p l i e r  d id  not survive 
even p a r t i a l  v ib ra t ion  and acce le ra t ion  tests without s e r ious  mechan- 
i ca l  misalignment. This r e s u l t  was an t i c ipa t ed  and only confirmed by 
the  t e s t .  

The above acce le ra t ion  and v i b r a t i o n  t e s t s  were performed 
and c e r t i f i e d  by Associated Test ing Labora tor ies ,  Inc . ,  Burl ington,  
Massachusetts. 
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PROBLEM AREAS ASSOCIATED WITH A MASS SPECTROMETER 
JAVELIN PAYLOAD 

- - - - - - t - - - ~  _____: ___- --- LL- - - - - I  ___- - - * : c a - - -  --A +I..,. na UIEULLUUCU ~ L E V L U U P A ~  , LLIS SAELLLUUSGCGA ~ ~ ~ L A ~ G A O  P L ~ Y  L L ~ C  

e l e c t r o n  m u l t i p l i e r  presented major d i f f i c u l t i e s  which requi red  
so lu t ion .  Since it w a s  understood t h a t  compatible electrometer 
ampl i f i e r s  w e r e  i n  ex is tence  a t  the Goddard Space F l i g h t  Center, 
no f u r t h e r  work i n  t h i s  area w a s  undertaken. Ins tead ,  e f f o r t s  w e r e  
concentrated on t h e  e l e c t r o n  m u l t i p l i e r  problem. 

According t o  test da t a  of t h e  helium m a s s  spectrometers p r i o r  t o  
d e l i v e r y  t o  Goddard Space F l i g h t  Center i n  1961, t h e  helium sens i -  
t i v i t y  wi th  a m u l t i p l i e r  ga in  of 2 x 10 6 w a s  80A/Torr. A s  shown i n  
t h e  Appendix, t h e  most pes s imis t i c  f i g u r e  f o r  p a r t i a l  p a r t i c l e  den- 
s i t y  of hydrogen and helium a t  1000 Ean i s  not l i k e l y  t o  be less 
than  10~cm-3. 
Torr and an output cur ren t  from the m u l t i p l i e r  of not less than 
2 x 10'llA. For a meaningful cur ren t  measurement, t h e  m u l t i p l i e r  
dark cu r ren t  should be a t  least a f a c t o r  of 10 below t h i s  value. 

This corresponds t o  a p a r t i a l  pressure of 3 x 

Two ruggedized m u l t i p l i e r  types a v a i l a b l e  commercially warranted 
s e r i o u s  cons idera t ion  for t h e  present appl ica t ion ,  namely Model FW-305 
windowless m u l t i p l i e r  manufactured by ITT I n d u s t r i a l  Laboratories,  
F o r t  Wayne, Indiana, and Model MM-1 focused mesh m u l t i p l i e r  produced 
by Johnston Laboratories,  Inc., Baltimore, Maryland. 

A l abora to ry  model of t he  ITT m u l t i p l i e r  w a s  obtained on con- 
signment. 
It w a s  not ,  a t  any t i m e ,  exposed t o  a i r  a t  atmospheric pressures.  

This w a s  shipped t o  OCA i n  an evacuated sealed-off enclosure.  

The c h a r a c t e r i s t i c s  of t h i s  u n i t  following v i b r a t i o n  tests ac- 
cording t o  t h e  manufacturer were as follows: 

MEASURED CHARACTERISTICS 
F4020 f03 6502 

VOLTAGE V 
2000 
2200 
2400 
2600 
2800 
3000 

GAIN 

1.5 x lo5 
3.1 x lo5 
6.2 x lo6 
2.2 x 10 

4 7 x 1 0  5 

1.2 x lo6 

DARKCURRENTA 

1.5 x 

2.5 x 10-l' 
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When t h e  ITT m u l t i p l i e r  w a s  t e s t e d  by GCA, t h e  dark cu r ren t  was 
approximately a f a c t o r  of 10 h igher  than  was indica ted  by ITT. 
mi t ten t  i n t e r n a l  discharges c l ea red  up only a f t e r  s eve ra l  hours of 
aging, Eventually, a f te r  8 hours,  t h e  dark cu r ren t  decreased t o  
2 x 1 0 - l 2 A  a t  3000 V. 
timum value f o r  t h i s  m u l t i p l i e r  type. 

I n t e r -  

It w a s  confirmed by ITT t h a t  t h i s  was t h e  op- 

According t o  d iscuss ions  wi th  the  manufacturer, t he  dark cu r ren t  
of the MM-1 Johnston m u l t i p l i e r  i s  less  than  10'15A, wi th  a ga in  of 
l o6  a t  4 kV. Since i t  w a s  not  poss ib l e  t o  ob ta in  a u n i t  f o r  t e s t i n g  
on consignment, t he  ITT  u n i t  w a s  r e tu rned  and a Johnston MM-1 mu l t i -  
p l i e r ,  custom-mounted f o r  use i n  the  bakeable ve r s ion  of t he  tandem 
m a s s  spectrometer (described i n  a subsequent s e c t i o n ) ,  w a s  purchased. 
This  u n i t  w a s  supplied i n  a housing evacuated and b a c k f i l l e d  with an 
argon atmosphere. 

It should be pointed out  t h a t ,  to -da te ,  t h i s  u n i t  has not  been 
baked. 
w i th  those of the  ITT m u l t i p l i e r .  

The t e s t  d a t a  given below are the re fo re  not d i r e c t l y  comparable 

VOLTAGE V GAIN (ARBITRARY UNITS) DARK CURRENT A 

3000 
3500 
4000 
4200 

1 
10 
77 

133 

2 1 0 - l ~  
1 x 10-12 
1 x 10-11 
3 x 10-11 

-6 Testing w a s  performed a t  an ambient pressure  of 10 Torr w i th  t h e  
mul t ip l i e r  pumped by a zeol i te - t rapped  o i l  d i f f u s i o n  pump (DC-704 o i l ) .  
P a s t  experience has shown t h a t  m u l t i p l i e r  performance i s  g r e a t l y  i m -  
proved i n  an o i l - f r e e  system. For example, although t h e  ga in  of t he  
mul t ip l i e r s  supplied wi th  the  e x i s t i n g  Aerobee tandem mass spec t ro-  
meters w a s  approximately 2 o rders  of magnitude less than the  f i g u r e  
of 2 x 106 quoted f o r  f u l l  a c t i v a t i o n  ( t h i s  i s ,  of course, due t o  
t h e  four-year exposure t o  atmospheric a i r  during s torage)  , t h e  dark 
cur ren t  of a similar m u l t i p l i e r  i n  cu r ren t  use i n  an unbaked ion- 
pumped system i s  less than 10-14A wi th  a ga in  of lo5. 

In consequence, no f i rm  conclusions regarding t h e  merits of t h e  
MM-1 focused-mesh m u l t i p l i e r  can be drawn a t  t h i s  t i m e .  Fur ther  and 
more de t a i l ed  tes t s  w i l l  have t o  be made. 
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FEASIBILITY OF ALTERNATE HELIUM AND 
HYDROGEN MEASUREMENTS 

A l + h - - - - h  -- ---+$--,.a -----4n-.-l-- thn n n - m l + 4 . r - < + - -  r.C thn nvl 'et -  
rarb.."VbL*, U Y  -..~..."..~u YL' . -VYYL,9  _.I_ Y C U Y L b L " * b J  "I L A * _  C I L - Y -  

i ng  Aerobee m a s s  spectrometers w a s  reduced by approximately 100, it 
w a s  r e a d i l y  e s t ab l i shed  that m/e = 2 can be ind ica ted  by changing t h e  
following ion  source p o t e n t i a l s :  

Electrode 

Ion Acceleration 
Repeller 
Ion Focus 

P o t e n t i a l  V 
For m / e  = 4 For m / e  = 2 

285 
290 
118 

5 25 
0 
3 95 

A l l  o the r  p o t e n t i a l s  are t h e  s a m e  as are requi red  t o  ind ica t e  m / e  = 4. 
Accordingly, an attachment t o  the present mass-spectrometer power sup- 
p ly  w a s  designed which, on comand, can switch a l t e r n a t i v e l y  i n t o  t h e  
helium mode o r  i n t o  the hydrogen mode. 

To accomplish t h i s ,  t he  following modifications of t he  e x i s t i n g  
u n i t  were necessary: 

(1) Provide an add i t iona l  525 v o l t s  with a t  least a plus o r  
minus 5 v o l t  adjustment f o r  t he  ion source acce le ra t ion  p o t e n t i a l  i n  
t he  hydrogen mode. 

(2) Provide an add i t iona l  395 v o l t s  wi th  a t  least a plus o r  
minus 5 v o l t  adjustment f o r  t he  ion source ion-focus p o t e n t i a l  i n  
t h e  hydrogen mode. 

(3) Provide an add i t iona l  emission cu r ren t  cont ro l  f o r  t he  
hydrogen mode of operation. 

( 4 )  Provide and incorporate a l a t ch ing  r e l a y  f o r  connnand switch- 
ing of t h e  e l ec t rode  p o t e n t i a l s  and b i a s  levels i n  order t o  switch be- 
tween helium and hydrogen modes. 

(5) Provide command input terminations and monitor terminations 
a t  t h e  input and output connectors. 
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( 6 )  Modify high vol tage  supply t o  be capable of d r iv ing  a 20 
megohm load a t  4 kV. 

(7) Modify input  and output  connectors t o  make above changes 
compatible with e x i s t i n g  system. 

(8) Modify output cable  as i s  required.  

The 525 v o l t  and 395 v o l t  ion-acce lera t ion  and ion-focus poten- 
t i a l s  were derived from ten- turn  pots  across  a thermal ly-s tab i l ized ,  
Zenered 600-volt source,  followed by an L-type f i l t e r .  

The hydrogen mode emission cont ro l  employs a va r i ab le  r e s i s t o r  
with a s e l f - b i a s  technique. The emission cu r ren t  can be adjusted t o  
the  optimum value.  

The l a t ch ing  r e l a y  i s  a TL 17DA, s e l ec t ed  because of i t s  higher 
vol tage c h a r a c t e r i s t i c s  and i t s  proven shock and v i b r a t i o n  capabi l -  
i t i e s  i n  f l i g h t  appl ica t ions .  The TL 17DA i s  a 4-pole l a t ch ing  type 
re lay .  The e lec t rode  p o t e n t i a l s  and b i a s  levels are switched simul- 
taneously, as a command funct ion.  A sho r t  dura t ion  28-volt pulse  on 
Pin E of t he  input connector w i l l  p lace the  l a t ch ing  r e l a y  i n  t h e  
helium mode. A s imi l a r  pulse t o  Pin G w i l l  p lace the  la tch ing  r e l a y  
i n  the hydrogen mode. 

The funct ion switching of the  l a t ch ing  r e l a y  can be monitored a t  
the  output connector. A c losure  of the  r e l a y  i n  the  helium mode i s  
indicated by con t inu i ty  between Pin R and Pin A of t he  output connector. 
A closure of t he  r e l a y  i n  the  hydrogen mode i s  ind ica ted  by cont inui ty  
between Pin R and Pin B of the  output connector. 

Pin R of the  output connector i s  connected t o  an  a r m  of the  l a t c h -  
ing relay.  Pin A i s  connected t o  a contac t  on the  l a t ch ing  r e l a y  
which i s  i n  contact  wi th  A r m  Pin R when t h e  system i s  i n  the  helium 
mode. Pin B i s  connected t o  a contact  which i s  in contac t  with A r m  
Pin R when the system i s  i n  the  hydrogen mode. 

10 



BAKEABLE HELIUM-HYDROGEN TANDEM MASS SPECTROMETER 

The design, f a b r i c a t i o n  and t e s t i n g  of t h e  bakeable tandem m a s s  
-._- L L -  ---1 c2--1 ---I- - r  L L -  - - L  

s y ~ ~ t i u l ~ e ~ ~ r  w a a  ~ l i e  U ~ J U ~  auu A A u a L  Laan UL LUG ~ L C S ~ U L  ~iu&jicuu. 

The design involved t h e  e l imina t ion  of a l l  materials incompatible 
wi th  u l t r a -h igh  vacuum prac t i ce  and a bake-out temperature of 45OoC. 

The body w a s  f ab r i ca t ed  of type 304 s t a i n l e s s  steel, rep lac ing  
t h e  o r i g i n a l  copper envelope; Micalex and Teflon i n s u l a t o r s  were re- 
placed by alumina ceramic. I n  p a r t i c u l a r ,  t h e  f i lament  mount w a s  
redesigned by fus ing  two chrome-iron s t a i n l e s s  steel fi lament supports 
d i r e c t l y  i n t o  an alumina body wi th  Pyroceram Cement #95.  The fi lament 
and fi lament connections w e r e  spot-welded d i r e c t l y  t o  the fi lament sup- 
po r t s .  I n  t h i s  manner, uncontrolled r o t a t i o n  of t he  fi lament supports,  
a weakness of t he  o r i g i n a l  design, was eliminated, whereas replacement 
of t h e  fi lament w a s  g r e a t l y  f a c i l i t a t e d .  

The number of demountable j o i n t s  w a s  minimized. Where necessary, 
f langes  wi th  ConFlat p r o f i l e s  and OtDFC copper gaskets w e r e  u t i l i z e d .  
A l l  permanent j o i n t s  w e r e  argon-arc welded. 

The symmetrical geometry of the  tandem m a s s  spectrometer analyzer 
was preserved, as were t h e  dimensions of t he  ion source, cen te r  s l i t ,  
and suppressor s l i t .  
u t i l i z e d ,  including e l ec t rodes  and d e f l e c t i o n  magnets. 

To reduce costs ,  many o r i g i n a l  components w e r e  

The instrument w a s  mounted on a basepla te  compatible wi th  J a v e l i n  
dimensions. 

I n  order t o  f a c i l i t a t e  storage,  the instrument can be pumped via 
a non-bakeable one-inch i s o l a t i o n  valve and back-f i l l ed  wi th  argon, 
t o  prevent d e t e r i o r a t i o n  of t he  mul t ip l i e r .  
mounted d i r e c t l y  via a s t a i n l e s s - s t e e l  ConFlat f lange  t o  an u l t r a -h igh  
vacuum system f o r  bake-out. 

However, it can a l s o  be 

A layout of t h e  instrument i s  s h a m  i n  Figure 2, photo- 
graphs showing t h e  complete instrument and var ious  d e t a i l s  are shown 
i n  F igures  3 and 4. 

The mass spectrometer w a s  f i r s t  leak-checked on a helium l eak  
de tec to r  and a l l  welded and flanged j o i n t s  were found t o  be  t i g h t .  
Next, t he  instrument w a s  evacuated wi th  a zeol i te - t rapped  o i l  d i f -  

11 
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F i g u r e  3. Javelin tandem mass spectrometer. 

13 

A 



5 13 

Figure 4 .  Mass spectrometer electronics and hydrogen-helium command unit. 
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-8 f u s i o n  pumped system capable of a base pressure i n  the  10 -Torr range. 
Because of t h e  t i g h t  to le rances  i n  manufacture, t he  optimization of ion 
t ransmiss ion  through the  analyzer was s t ra ight forward .  The instrument 
can be  r e a d i l y  tuned t o  ind ica t e  m/e = 2 and m / e  = 4. The s e n s i t i v i t y  
appears LO be oF &e same urGrr ab Lhai 01 Lite u r i g i i i d  i i i 3 L . L ~ - i i t . 3 ;  

however, as mentioned previously,  the minimum de tec t ab le  s i g n a l  cannot 
be  determined t o  any degree of accuracy because of t h e  excessive mul t i -  
p l i e r  noise.  A good ind ica t ion  of t he  source of noise is t h e  rise i n  
p re s su re  when t h e  m u l t i p l i e r  i s  operated a t  high input levels. Presum- 
ably,  t h e  in t ens ive  e l e c t r o n  bombardment of t he  unbaked dynode sur-  
f aces  releases l a rge  q u a n t i t i e s  of adsorbed gas. 

The coding of te rmina ls  i s  i den t i ca l  with t h e  o r i g i n a l  Aerobee 
instrument,  wi th  the  following exceptions: t e rmina ls  8-8 of t he  ion  
source a r e  not i n  use; terminals 3 and 5 of t h e  m u l t i p l i e r  have been 
omitted. 

15 



RECOMMENDATIONS FOR FURTHER WORK 

I n  order  t o  c l a r i f y  the  l i m i t s  of performance of the  MM-1 focused 
mpch r n ~ ~ t ~ ~ l ~ e ~ ~  i t  w i l l  he nerpsqary t n  pnmy tho m a r s  s y r t r n m e t e r  

i n  o i l - f r e e  fashion and t o  bake it up t o  45OoC. 
pl i shed  most r e a d i l y  w i t h  a sput te r - ion  pump and a bakeable i s o l a t i o n  
valve temporarily connected t o  a roughing pump, provided r a d i a t i o n  and 
charged p a r t i c i e s  are exciuded from the m u i t i p i i e r  a s  shown i n  Appen- 
d ix  B. 

This can be accom- 

Whereas the  bakeable tandem instrument s p e c i f i c a l l y  meets the  re- 
quirements of compat ib i l i ty  with J a v e l i n  spec i f i ca t ions ,  it w i l l  have 
t o  be shown experimentally t o  what ex ten t  t h e  r e s idua l  hydrogen pres-  
su re  can be reduced by a bake-out. However, s ince  hydrogen i s  the  
p r i n c i p a l  r e s idua l  gas i n  ion-pumped systems, a meaningful answer t o  
t h i s  quest ion can be obtained only with a well-trapped mercury-pumped 
u l t r a -h igh  vacuum system. 

A s  p resent ly  cons t i t u t ed ,  ne i ther  of t he  two m u l t i p l i e r s  t e s t e d  
i s  designed t o  produce a p o s i t i v e  output signal, as i s  des i r ab le  f o r  
a logari thmic electrometer read-out and w a s  provided i n  the  o r i g i n a l  
Aerobee design. This problem, as well as the  type of e lectrometer  
ampl i f i e r s  f o r  ion-source and mul t ip l i e r  output monitoring w i l l  have 
t o  be looked into.  

The new m a s s  spectrometer w i l l  a l s o  lend i t s e l f  t o  a more funda- 
mental i nves t iga t ion  regarding memory e f f e c t s  produced by ion ica l ly -  
pumped gases re-emitted under subsequent ion bombardment i n  the  ion  
source.  This phenomenon w a s  recognized by GCA s c i e n t i s t s ,  as shown 
i n  Appendix C,and c o n s t i t u t e s  a ser ious l i m i t a t i o n  of the  u l t imate  
helium s e n s i t i v i t y ;  undoubtedly, i t  a l s o  a f f e c t s  the  l i m i t  of hydrogen 
de tec t ion .  With a mercury diffusion-pumped bakeable system, the  
sources of such memory e f f e c t s  w i l l  be more r e a d i l y  i d e n t i f i a b l e  and 
it may be  possible  t o  reduce and minimize them. It should be pointed 
out  that  a t  the low ambient pressures encountered i n  a J a v e l i n  exper i -  
ment, e r r o r s  due t o  memory e f f e c t s  are l i k e l y  t o  be less se r ious  than 
a t  lower a l t i t u d e s  where bombardment by gases o ther  than hydrogen and 
helium is  more severe and may re lease  s i g n i f i c a n t  amounts of hydrogen 
and helium buried i n  the  ion source e lec t rodes  during previous ex- 
posures t o  these  two gases. 

17 



APPENDIX A 

P a r t i c l e  Number Densit ies t o  10,000 km 
Al t i tudes  Above t h e  Earth 's  Surtace 

R. A. Minzner 

GCA Technology Divis ion 
Technical Note 

15 J u l y  1965 

Recognizing that the  problem of es t imat ing  p a r t i c l e  number den- 
s i t ies  a t  d is tances  of t h e  order of one e a r t h  r ad ius  above the  e a r t h ' s  
su r f ace  i s  bese t  wi th  numerous unce r t a in t i e s  and unknowns, not t he  
least  of which is t h e  charge condition of t h e  p a r t i c l e s ,  it is never- 
t h e l e s s  des i r ab le ,  f o r  w a n t  of a b e t t e r  approach, t o  c a l c u l a t e  such 
number d e n s i t i e s  on the  basis of some very simple assumptions given 
below. 
and appear t o  apply at 1000 km a l t i t u d e .  Whether they  continue t o  
apply a t  10,000 km a l t i t u d e  is unknown. 
t h e  s o l a r  atmosphere, which i s  not  considered i n  the  ca l cu la t ions ,  
dominates the  region, and the computed values of number dens i ty  may 
be t o o  low. 

These assumptions are c e r t a i n l y  appl icable  t o  500 km a l t i t u d e  

It is l i k e l y  t h a t  a t  10,000 km 

The c a l c u l a t i o n  involves the assumption of constant temperature 
and t h e  use of t h e  equation of s t a t e  and t h e  hydros t a t i c  equation i n  
terms of geopotent ia l .  Consequently t h e  v a r i a t i o n  of t h e  acce le ra t ion  
of g r a v i t y  i s  eliminated from the  d i f f e r e n t i a l  equations.  
formation of geopotent ia l  t o  geometric a l t i t u d e ,  however, does involve 
t h e  assumption of t h e  v a l i d i t y  of the inverse  square l a w  a t  these  
a l t i t u d e s .  
tudes,  bu t  it ought t o  be as  good, or b e t t e r ,  than  t h e  o ther  assumptions. 
A f u r t h e r  assumption (reasonably well subs tan t ia ted)  is t h a t  t h e  n e u t r a l  
p a r t i c l e s  are pr imar i ly  hydrogen and helium a t  a l t i t u d e s  above 2000 km 
but  t h e  r a t i o  of n e u t r a l  t o  ionized hydrogen a t  these  a l t i t u d e s  i s  un- 
known. 

The t r ans -  

This r e l a t i o n s h i p  may be degraded somewhat a t  these  a l t i -  

19 



The 

where 

n =  

%= 
G -  
R -  
M -  
T =  
z =  
r =  
go= 

r e l a t ionsh ips  a re :  

r h  
and Z = 

I g- \ (,,e] r - h  

p a r t i c l e  dens i ty  a t  a l t i t u d e  h 
p a r t i c l e  dens i ty  a t  a l t i t u d e  

9.80665 m sec-2 (m')-' 
un iversa l  gas constant  
molecular weight of p a r t i c u l a r  gas 
k i n e t i c  temperature 
geometric a1 t i tude  
e f f e c t i v e  e a r t h ' s  rad ius  (6,356.766 m) 
9.80665 m set'* 

hb 2 

A s  observed by Reber (1964) and Reber and Nicolet  (1965), n,, f o r  
helium i s  8 x lo5 
1 x lo5 
I n  the ca l cu la t ions ,  constant temperatures of l O O O O K  and 2000°K 
represented two condi t ions of s o l a r  a c t i v i t y .  

a t  300 km a l t i t u d e ,  nb f o r  neu t r a l  hydrogen i s  
a t  the same a l t i t u d e  as computed by L.  Miller (1956). 

The ca lcu la ted  p r o f i l e s  of number d e n s i t i e s  versus a l t i t u d e s  a r e  
shown i n  the at tached f igures .  Figure 5 shows number dens i t i e s  f o r  
helium and hydrogen based on a 1000°K isothermal atmosphere above 
300 km. Figure 6 shows number d e n s i t i e s  of helium and hydrogen based 
on an isothermal atmosphere a t  2000'K. 
of the 2 t o  1 change i n  temperature on hydrogen number dens i ty  assuming 
a constant value a t  300 km. 

Figure 7 shows the  inf luence 

I f ,  a t  a l t i t u d e s  of about 1 e a r t h ' s  r ad ius ,  there  i s  a s i g n i f i c a n t  
amount of gas i n  some way r a t h e r  d i r e c t l y  assoc ia ted  with the sun, t he  
temperature of t h i s  mass of gas would most probably be much g rea t e r  
than 2000'K. Because of the  l a rge  mean f r e e  paths a t  these a l t i t u d e s  
however, there  would be l i t t l e  i n t e r a c t i o n  between the sun-associated 
gas and the ear th-assoc ia ted  gas. Thus, t he  two masses would e x i s t  

20 



OlCA110-330F 

I 1 1 I I 1 I I r 
I 
I 
i 

/ 
i 

I I I I I 
lo 0 - d- m N 

AlISN30 UJ38UUnN 901 

cu - 
1 I 

Q .- 
E 

(c 

W 

21 



r I 
OICAI IO  -310F 

I I I I I 1 1 
c 
i 
i 
I 
I 
. 

i 
i 

i 
i 

I 
I 
i 
i 

I 

22 

Q .- E 

-; CD 

cn 

U 
b o  
a J 0  
E 
5 U  
z a  

N n c u  

L- - -.- _ -  ~ 



OICAIIO- 320F 

1 I I I I I I I 

I I  
Q -- 

E 

23 



wi th in  the same volume a t  two widely d i f f e r e n t  temperatures without 
e i t h e r  a f f ec t ing  the  o ther ,  except perhaps a t  a l t i t u d e s  below 200 km. 
It would be i n t e r e s t i n g  t o  be ab le  t o  measure the  k i n e t i c  energy of 
individual  p a r t i c l e s  i n  s u i t a b l e  samples of p a r t i c l e s  swept out by 
a probe on a v e r t i c a l  sounding rocket  during i t s  f l i g h t  t o  g rea t  
a l t i t u d e s .  Such a measurement might determine whether two d i s t i n c t  
energy m a x i m a  e x i s t ,  and thereby support  o r  r e f u t e  the concept o f  
two masses of gas each a t  d i f f e r e n t  temperature. 
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S a current mass-spectrometer development,' the I performance of a twenty-stage elect ron-multiplier 
ion collector was seriously degraded by a background 
signal whose source was traced to a 15 Ijter/sec sputter- 
ion pump in the niagnetic analyzer section. Charged 
particles and radiation from the pump a-hich operated 
at 10-7 Torr were the major contributors to the signal, 
but these could be excluded from the multiplier by an 
appropriate baffle arrangement. However, there remained 
a small residual multiplier signal corresponding to about 
one count per second (the multiplier readily detects 
single ions or photons). It was demonstrated conclusively 
that the signal was produced onl>- when the sputter-ion 
pump was operating but that it was not caused by charged 
particles or radiation from the pump discharge. Since 
argon was the principal residual gas in the s?steni, the 
effect was attributed to photons radiated by metastable 
argon atoms which were able to migrate from the pump 
into the multiplier section. 

I t  was possible to prevent this migration by means of a 
zeolite trap (molecular flow conductance 15 liter/sec) 
placed in series with the sputter-ion pump. The trap 

consists of a wire cage mounted on radial vanes which are 
welded onto the exterior of a hollow stainless steel cylinder. 
The cage is filled with 0.9 kg of Linde 5A molecular sieve. 
The cage assembly is contained in a 15 cm durn outer 
cylinder with two flanged 3.8 cm ports. A 3 mm annular 
space separates the cage from the outer cylinder. The 
inner cylinder can accommodate a 1.27 cm diam 150 W 
Inconel-sheathed cartridge heater; if required, it can also 
serve as an 8 h capacity liquid-nitrogen reservoir. Fol- 
lowing a vacuum bake a t  350°C during which the trap 
was pumped by a well-trapped mechanical pump, it has 
operated continuously without reactivation for several 
months. Complete trapping of excited species takes place 
at room temperature. When the trap is chilled by liquid 
nitrogen, it also enhances the available pumping speed for 
argon and prevents the occasional instabilities which are 
to be expected on prolonged argon exposure of a sputter- 
ion pump? 

* This work R-as supported by the National Aeronautics and Space 

1 H. J. Liebl and R. F. K. Herzug, J. Appl. Phys. 34, 2893 (1963). 
* A .  E. Barnngton, High Vacuum Enginesing (Prentice-Hall, Inc., 

-4dministration under Contract So.  X-ASw-839. 

Englewood Cliffs, New Jersey, 1963), pp. 101-106. 
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APPENDIX C 

Reprinted from The J m m l  of VHwm sckmc and 1- 

Helium Memory Effects Observed with Tandem 
Mass Spectrometer 

A. E. Bamngton, R. F. K. Herzog, 
and G. 0. Sauxmann 
Phyxies Reaenrch Dirkion, 
Geophysics Cotporntion of America, 
Bedjord, Af nasachusetts 
(Received 29 September 1964) 

It  is custoiii:iry to define the sensititity of a helium 
iiiabs spectrometer leak detector as the helium partial 
pressure which would produce t.he minimum detectable 
dectr i rd  signal on the most sensitive scale of the 
licliuin 1)artial pressure indicator. Based on this defini- 
tion, the niininium detectable helium partial pressure 

Vol. 2, No. 2, Mamh/April 1965 

is  deduced by extrapolation from a helium partial 
pressure calibration a t  sonic convenient higher helium 
partial pressure. 

This extrapolation procedure is acceptable down to 
helium partial pressure detection limits of lo-" Torr: 
however, it cannot be applied indiscriminately a t  lower 
pressures as, for example, in a recent publication.' 
Several unsuspected sources of helium inay exist in H 
helium leak detector system which can contribute a 
helium background several orders of magnitude larger 
than the minimum detectable partial pressure pre- 
dicted by extrapolation. I n  such a case, the minimum 
detectable helium partial pressure depends prcdomi- 
nantly on the magnitude of the helium background 
and its stability, rather than on the minimum detert- 
able electrical signal. 
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To dcwion.tr;itr this, wvcr:iI ol)wrvations with a 
~ti~ni:itic.-fociisiii~ inagnc~tic tanclcin Iic)liuiii mass spcc- 
troinc~tc~r, (quippoi1 with a ?;icy-type ion source nnd an 
c~l~vt ro i i  i i i ~ i I t i ~ ) l i e r ,  will I)c rcportcci. The instrument 
w:is c o n > t r u c t d  in tliia lalmratory uncler contract with 
the Kational Aeronautics and Space Administration 
(cont rnct S.\S 3-270) for upper atmosphere rocket 
iii~~:l>iir(~iii(~iit~. Before exIm>ure to other gases the in- 
htriinicnt w a s  run relwatcdly a t  pressures as high as 
10 -L Torr of pure oxygen, :tduiittcd through a coni- 
nic~rci:iIl;v :iv:iilaldc~ si1vc.r diffu.ion Over the 
clrctron acceleration voltage range Iwtwecn 100 and 
200 V no measurable signal a t  mass 4 was observed. 
Thi3 is an indication that 0"' ions (threshold potential 
77:39 V b 4  which ivould occupy tlie same position on 
tlic atoinic inass scale as He+ ions were not produced 
in any iiieasurable quantity, although the electron 
cncrgy was considerably higher than the threshold 
value. 

Ho~vever, a signal a t  the helium peak was registered 
invariably when a run on pure oxygen was performed 
iiiinictliately after a run on air a t  Torr. It was 
estal)li>hcd that  this signal was due to helium which 
originated in the ionization gauges used to monitor the 
sp tcn i  pressure. The effect was easily idenified by in- 
stalling a valve between gauge and mass spectrometer. 
On closing the T alre, the signal diminished imniedi- 
atcly. T h e  quantity of heliuni produced by a Penning 
cold-cathode gauge exceeded that produced by a 
Bayard-Alpert glass gauge. Since the helium signal 
was proportional to  the oxygen pressure, it was con- 
cluded that helium atoms were released in the gauges 
under oxygen ion bombardment. Even with the gauges 
>witched off, some thermal release of helium was ob- 
served. This helium release was considerably smaller 
than the amount of helium produced under ion bom- 
hardnicnt. but, in tlie case of the glass gauge, greater 
than the theoretical diffusion rate of atmospheric 
helium through the gauge wall. 

Thr helium pioduced in the Bayard-Alpert gauge 
could be reduced below the partial pressure detection 
limit of the mass spectrometer (approximately 10-13 
Torr) by degassing the gauge for about one hour. Since 
the Penning gauge could not be degassed, it was re- 
moved from the system. Because of the much higher 
ion energy in its cold-cathode discharge, memory ef- 
fects mere niore pronounced5- and could not be readily 
eradicated. 

The tandem mass spectrometer itself did not exhibit 
a helium niemory when it was operated only on air. 
However, serious residual effects occurred when it was 
operated on a standard helium leak as  is customary 
for calihration and peak adjustment. In  this case, 
l,ombardnient-incluced re-emission proportional to thc 

pressure of suI)scquentIy atlinittcd oxygcn w:w oh- 
Served. The helium Inemory coiil(l only he c~limin:itc(l 
I)y replacing those ion-source clectrocles which were 
under intensive ion hombardment. 

The above results are in line with rcwnt otwrva- 
tions on ion-boiiilardnicnt-indiiccd re-rmi-ion nncl 
thermal desorption of inert gases rcportcd in the 
literature.'. They also point to a weakness of the cur- 
rent definition of the ininimum hcsliuln partial prrhqr( '  
detectable by a particular ultrawnsitivc hclliuln I c d i  
detertor. \\'hen such a device is connected to a ~ 1 ~ 1 1  

leak-free volume, an apparently memory-free per- 
formance can readily be obtained by evacuating it to 
a sufficiently low pressure ; the minimum detectable 
helium partial pressure will then indeed he close to  the 
value obtained from a helium calibration extrapolated 
to the minimum detectable electrical signal. I n  prac- 
tice, however, the system to be tested can rarely be 
evacuated to this same low pressure; the pressure may 
well be limited to a value several orders of magnitude 
higher by wall-outgassing and vapor-pressure effects, 
rather than by air leaks. I n  consequence, if a helium 
memory exists, the helium partial pressure will rise 
when ions of this residual gas bombard various critical 
surfaces. I n  particular, niost leak detector systems in- 
clude an ionization gauge which actuates protective 
over-pressure relays ; as indicated above, this gauge 
can be the major source of hrlium contamination. It 
does not seem unreasonable, therefore, to specify a 
perhaps more stringent but certainly more realistic 
procedure whereby the minimum detectable helium 
partial pressure would be defined as the maximum 
fluctuation of the signal a t  the helium peak during a 
period when the mass spectronieter operates at its 
maximum rated pressure in a helium-free atmosphere. 
As demonstratitd above, such a test is simple and re- 
quires only a relatively inexpensive commercial silver 
diffusion leak. By  periodic tests of this kind, the condi- 
tion of the leak detector can also readily be monitored 
over a period of prolonged use. 
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